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NOTES:

FOR PIPE TRENCH INSTALLATION, CONTROLLED LOW STRENGTH MATERIAL (CLSM — NYSDOT ITEM
NO. 204.01 OR 204.02) SHALL BE USED AS THE PIPE TRENCH BACKFILL MATERIAL. THE CLSM
SHALL EXTEND FROM THE BOTTOM OF THE PIPE TRENCH UP TO THE BOTTOM OF THE ASPHALT
CONCRETE BASE COURSE. SUBMITTALS OF THE CLSM (NYSDOT ITEM NO. 204.01 OR 204.02)
SHALL BE PROVIDED TO THE COMMISSIONER OF PUBLIC WORKS AND/OR VILLAGE ENGINEER FOR
REVIEW AND APPROVAL.

UNLESS OTHERWISE NOTED, THE EXCAVATION AND EMBANKMENT AND TRENCH AND CULVERT
EXCAVATION SHALL MEET THE SPECIFICATIONS OUTLINED IN SECTIONS 203 AND 206 AND OTHER
APPLICABLE SECTIONS OF THE NEW YORK STATE DEPARTMENT OF TRANSPORTATION STANDARD
SPECIFICATIONS, DATED MAY 7, 2015 WITH LATEST REVISIONS.

IT IS THE CONTRACTOR’S RESPONSIBILITY TO DETERMINE THE EXACT LOCATIONS OF EXISTING
UTILITIES. THE CONTRACTOR SHALL VERIFY ELEVATIONS OF EXISTING UTILITIES TO ENSURE
ADEQUATE CLEARANCE FOR THE SEWER LINE EXISTS. THE CONTRACTOR SHALL NOTIFY THE
COMMISSIONER OF PUBLIC WORKS AND THE VILLAGE ENGINEER (IN WRITING) OF CONFLICTING
ELEVATIONS, ALLOWING THE ENGINEER ADEQUATE TIME TO REVISE GRADES WITHOUT
ggﬁ%ﬁilg%’g\m REMOVAL AND RECONSTRUCTION OF WORK ALREADY COMPLETED BY THE

THE TOP PAYMENT LINE FOR TRENCH EXCAVATION SHALL BE PER NEW YORK STATE
DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATION SECTION 206 LAST REVISED MAY 7,
2015 WITH LATEST REVISIONS.

THE MINIMUM TRENCH WIDTH MAY BE ADJUSTED TO (0.D.+12"), IF CONTROLLED LOW STRENGTH
MATERIAL (CLSM) IS TO BE USED AS BACKFILL.

BEDDING BELOW THE PIPE INVERT SHALL BE REQUIRED FOR ALL SOIL CONDITIONS (i.e. STABLE,
UNSTABLE, UNSUITABLE AND ROCK). PLEASE REFER TO THIS DETAIL FOR THE REQUIRED
BEDDING MATERIAL FOR EACH SOIL CONDITION.

IF UNSTABLE OR UNSUITABLE SOIL CONDITIONS ARE ENCOUNTERED NEAR THE INVERT
ELEVATION, A MINIMUM OF 1 FOOT AND A MAXIMUM OF 2 FEET OF MATERIAL SHALL BE
EXCAVATED AND REPLACED WITH SELECT GRANULAR FILL. ADDITIONAL PAYMENT WILL BE MADE
FOR MATERIAL PLACED TO TREAT UNSTABLE OR UNSUITABLE CONDITIONS.

BACKFILL SHALL BE INSTALLED AND COMPACTED IN ACCORDANCE WITH THE REQUIREMENTS OF
NEW YORK STATE DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATION SECTION 203
LAST REVISED MAY 7, 2015 WITH LATEST REVISIONS.

REFER TO PROOF ROLLING RESTRICTIONS IN §203—3.13E OF NYSDOT STANDARD SPECIFICATIONS.

. AT THE CONTRACTOR’S RISK, CONSTRUCTION EQUIPMENT MAY BE ALLOWED TO CROSS OVER A

PIPE INSTALLATION USING RAMPS CONSTRUCTED AS SHOWN IN NYSDOT PIPE TRENCH METHOD
B—1 OR B—2 COMPACTED IN CONFORMANCE WITH THE REQUIREMENTS OF §203-3.12 OF
NYSDOT STANDARD SPECIFICATIONS. ALL RAMPS WHICH CANNOT BE USED AS PART OF THE
COMPLETED EMBANKMENT ARE INSTALLED AND REMOVED AT THE CONTRACTOR’S EXPENSE. ANY
PIPE OR STRUCTURE DAMAGED OR DISTURBED BY THESE ACTIVITIES MUST BE REPLACED BY THE
CONTRACTOR AT NO EXPENSE TO THE OWNER.

. THE VILLAGE ENGINEER SHALL INSPECT THE PIPE TRENCH PRIOR TO AND DURING BACKFILL. THE

OWNER, OWNER'S REPRESENTATIVE AND/OR CONTRACTOR SHALL CONTACT THE COMMISSIONER
OF PUBLIC WORKS AT (914) 271-3775 OR EMAIL PUBLIC WORKS AND/OR THE VILLAGE
ENGINEER (24) HOURS PRIOR TO START OF THIS WORK.

ENCASE ALL DUCTILE IRON PIPE (DIP) IN POLYETHYLENE. THE POLYETHYLENE SHALL BE FURNISHED
IN EITHER TUBE OR SHEET FORM. INSTALLATION SHALL BE PER THE REQUIREMENTS OF THE
AMERICAN NATIONAL STANDARD FOR POLYETHYLENE ENCASEMENT FOR DUCTILE IRON PIPE SYSTEMS
(ANSI/AWWA C105 — LATEST REVISION). ALL JOINTS AND FITTINGS (VALVES, TEES, BENDS,
REDUCERS, OFFSETS, ETC.) SHALL HAVE POLYETHYLENE ENCASEMENT INSTALLED PER
MANUFACTURER’S REQUIREMENTS AND PROCEDURES. THE POLYETHYLENE ENCASEMENT SHALL BE
INSTALLED WITH A MINIMUM LAP OF ONE (1) FOOT AT JOINTS. TAPE THE POLYETHYLENE
ENCASEMENT EVERY THREE (3) FEET AND AT JOINTS SUFFICIENTLY TO PREVENT SOIL FROM COMING
INTO CONTACT WITH THE PIPE. CAREFULLY PLACE THE POLYETHYLENE ENCASEMENT AROUND THE
PIPE AND FITTINGS AND CAREFULLY BACKFILL TO PREVENT TEARS AND PUNCTURES. PROMPTLY
REPAIR ALL TEARS AND PUNCTURES IN THE POLYETHYLENE PER MANUFACTURER’S
RECOMMENDATIONS.
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